MOBILE SHEARS




FULL PROTECTION -
LESS MAINTENANCE, MORE UPTIME

Patent Pending Dual Max™
Indexable Protection

The industry’s only full-protection,
indexable, piercing tip that doubles
tip-blade life.

Up to 10% More Force

The new MSD Legend has enhanced
jaw geometry resulting in up to

10% more cutting force at the apex
compared to prior model.




LEGEND SERIES

FEATURES & BENEFITS

The objective was simple: reduce maintenance and boost productivity. As a result, productivity and uptime were optimized. LaBounty®
shears have demonstrated their effectiveness in scrap metal processing, bridge deconstruction, and industrial demolition for many years.
We are thrilled to unveil the Legend Series Mobile shear, which includes the industry’s exclusive fully protected and indexable mobile

shear tip - the Dual Max™ piercing tip.

Heavy Duty Boxed Structure Dual Guide Pucks*
reduces stick deflection reduces upper
for durability jaw deflection Dual Max™
*Single Puck on Patent Pending
Model MSD1500 Indexable Tip

Low Profile Design
increases visibility and
reduces weight

Heavy Duty Rotation Group Patented Spin on Piston
matched to excavator breakout most durable structure
forces to optimize performance design in the industry with

and provide 360° powered strength to resist pressure
continuous rotation spikes for long life

Heavy Duty Pivot Components
contribute to the durability —/

and long life expectancy

SCRAP PRIMARY s

RECYCLING DEMO

Replaceable
Wear Bars
and Plates I

*Model shown uses optional equipment.
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LABOUNTY

SPECIFICATIONS

MSD LEGEND SERIES - MOBILE SHEARS

Min Excavator Weight - Min Excavator Weight -

Weight* Jaw Opening Jaw Depth Reach*™* 2nd Member** P ——
lbs kg (] i lbs mTons lbs mTons

MSD 1500 7,000 3,200 21 540 25 640 6.8 21 26,000 12 55,000 25
MSD 1500R 7,440 3,400 21 540 25 640 10.0 31 40,000 18 66,000 30
MSD 2000 9,000 4,100 28 710 29 740 8.0 24 42,000 19 70,000 32
MSD 2000R 11,000 5,000 28 710 29 740 10.8 3'38 48,000 22 88,000 40
MSD 2250 10,600 4,800 30 760 30 760 8.6 26 44,000 20 88,000 40
MSD 2250R 12,700 5,800 30 760 30 760 n7 36 53,000 24 99,000 45
MSD 2500 11,900 5,400 31 790 33 840 87 27 51,000 23 88,000 40
MSD 2500R 14,800 6,700 31 790 33 840 127 39 66,000 30 110,000 50
MSD 3000 14,200 6,400 34 860 37 940 10.0 31 66,000 30 143,000 65
MSD 3000R 17100 7,800 34 860 37 940 131 4.0 88,000 40 154,000 70
MSD 4000 17100 7,800 38 970 43 1090 1.5 315 77,000 35 143,000 65
MSD 4000R 19,800 9,000 38 970 43 1090 14.8 45 99,000 45 176,000 80
MSD 4500 18,700 8,500 39 990 43 1090 1.0 34 88,000 40 165,000 75
MSD 4500R 21,300 9,700 39 990 43 1090 14.3 43 110,000 50 187,000 85

MSD SABER SERIES - MOBILE SHEARS

Min Excavator Weight - Min Excavator Weight -

Welgat? SeMnSpEaing 2nd Member*** 3rd Member*
Ibs kg i i Ibs mTons Ibs mTons
MSD 7R**** 1,200 500 n 280 10 250 6.0 1.8 7,000 8 18,000 8
MSD 800 2,250 1,000 15 380 17 430 57 17 15,000 7 22,000 10
MSD 800R 2750 1,200 15 380 17 430 72 22 18,000 8 26,000 12
MSD 1000 4,200 1,900 19 480 20 510 6.0 1.8 20,000 9 35,000 16
MSD 1000R 4,400 2,000 19 480 20 510 85 2.6 22,000 10 40,000 18
MSD 7500 25,500 11,600 43 1090 45 140 12.0 37 132,000 60 CONSULT FACTORY
MSD 7500R 30,000 13,600 43 1090 45 140 17.5 53 165,000 75 CONSULT FACTORY
MSD 9500 37,500 17,000 48 1220 52 1320 155 47 176,000 80 CONSULT FACTORY
MSD 9500R 45,600 20,700 48 1220 52 1320 22.0 67 264,000 120 CONSULT FACTORY

*Weight includes standard excavator mounting bracket. Attachment weight may vary depending on mounting configuration as well as options.
** Reach is measured from the attachment mounting pivot (boom or stick) forward to the end of the jaw.

*** Excavator weight range is a guide only. 2nd member configurations at or near min/max excavator weight and all 3rd member configurations must be preapproved by LaBounty. Quick couplers, short swing
machines, long arms all impact carrier size recommendation

orwr |

Legacy B-Series, not Saber Series Shear.
LaBounty reserves the right to improve, update, or change the product specifications, appearance, or functional attributes without notice.

BLS SERIES - BUCKET LINKAGE SHEARS

Min Excavator Weight -

Weight Jaw Opening* Jaw Depth

3rd Member
lbs mTons
BLS 2000 2,900 1,300 20 510 20 510 44,000 20
BLS 3000 4,800 2,200 22 560 23 580 66,000 30

*Jaw openings vary based on excavator specific geometry.
LaBounty reserves the right to improve, update, or change the product specifications, appearance, or functional attributes without notice
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