AMOLEY

MAGNETICS & EQUIPMENT

The 12 or 24V is powered by your machine’s
system with no need for additional equipment.
This magnet is robust and the heavy duty
magnet is perfect for railroad, scrap yard
cleanup and demolition sorting. It is ideally
suited for unloading trucks and frailers, and
keeping the yard clean. This magnet offers all
the power you would expect from a
scrap/demo magnet without the hassle of a
generator!

moleymagneticsinc.com | 844.662.4638

12V, 24V OR 12/24V
MOLEY BATTERY
MAGNET (ESB)

NO GENERATOR NEEDED
Heavy-duty and durable
Eco-friendly operation
Superior lifting capacity
User-friendly controls

Versatile handling

Space-saving design

Low maintenance
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MAGNETICS & EQUIPMENT

12V, 24V OR 12/24V
MOLEY BATTERY
MAGNET (ESB)

COMPATIBILITY

Designed to run directly off 12 V or 24 V battery systems
on excavators, loaders, speed-swing machines and
other rail equipment, these magnets are compatible
with a wide range of battery-powered railroad material
handling machines without the need for a generator.

USAGE

Ideal for efficient recovery, sorfing, and movement of
other track material (OTM) such as spikes, plates, clips
and rail components in rail yards, delbris in construction
sites, or other clean up these battery-powered magnets
streamline loading, unloading and cleanup operations.

WARRANTY

Our warranty protects against defects in materials
and workmanship. Built to last and designed to
perform, every Moley Magnetics product is backed
by our commitment to quality.

KEY FEATURES

Battery-Powered Operation: Runs directly off
12V or 24V battery power— no external
generator required, reducing equipment cost
and simplifying setup

Heavy-Duty Construction: Built with a
rugged steel enclosure to withstand harsh
railroad and yard environments for
long-lasting durability.

Multiple Sizes Available: Offered in a range
of sizes (18” to 48”) to match the scale of your
material handling needs

Efficient OTM Handling: Designed for rapid
sweeping, distribution, loading, and
unloading of other track material (OTM) like
spikes, plates, rails, clips, and switches.

TECHNICAL SPECIFICATIONS

LIFT CAPACITY LIFT CAPACITY

MAGNET VOLTAGE AMPS WEIGHT (LOOSE) (SOLID) DUTY CYCLE
ESB 18 12/24V 80 330 Lbs. 100 - 200 Lbs. 1,500 Lbs. 75%
ESB 26 12/24V 80 700 Lbs. 200 - 400 Lbs. 4,800 Lbs. 75%
ESB 32 12/24V 80 1,058 Lbs. 400 - 600 Lbs. 6,200 Lbs. 75%
ESB 36 12/24V 80 1,874 Lbs. 600 - 750 Lbs. 8,000+ Lbs. 75%
ESB 40 24V 100 2,400 Lbs. 750 - 900 Lbs. 10,000+ Lbs. 75%
ESB 48 24v 100 3,058 Lbs. 1,170 - 1,400 Lbs. 20,000 Lbs. 75%
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