
mobile Trommel ScreenS

Working dimensions:
Length:   13,10 m / 43.0 ft | Width: 7,15 m / 23.5 ft
Height:     3,19 m / 10.5 ft 

Transport dimensions:
Length:   11,60 m / 38.1 ft | Width: 2,40 m / 7.9 ft
Height:      2,84 m /   9.3 ft  

Weight: ~ 14,5 t / 32,000 lbs

Discharge heights:

Fines belt: 
 ~ 2,70 m / 8.9 ft

Oversize (tail) belt: 
 ~ 2,80 m / 9.2 ft

RTT517
Track-mounted Trommel Screen

Feed hopper: 
Width: 1,72 m /   5.6 ft
Length: 3,12 m / 10.2 ft
Max volume: 6,0 m³ / 7.8 yd³

Drum: 
Length: 5,15 m / 16.9 ft
Diameter:  1,37 m /   4.5 ft
Angle:  0 - 4°

Drive unit:  
Diesel engine

Options: 
•	 Diesel engine stage 3a or 3b
•	 Radio remote tipping grid
•	 Punch plate screens
•	 Radio remote control
•	 Hopper extensions

Working dimensions:
Length:   13,85 m / 45.5 ft | Width: 6,90 m / 22.7 ft
Height:     3,74 m / 12.3 ft 

Transport dimensions:
Length:   11,35 m / 37.3 ft | Width: 3,00 m / 9.9 ft
Height:      3,45 m / 11.3 ft  

Weight: ~ 20,0 t / 44,100 lbs

Discharge heights:

Fines belt: 
 ~ 3,10 m / 10.2 ft

at 30 degrees

Oversize (tail) belt: 
 ~ 3,30 m / 10.8 ft

at 30 degrees

RTT720
Track-mounted Trommel 
Screen

Feed hopper: 
Width: 2,00 m /   6.6 ft
Length: 3,70 m / 12.1 ft
Max volume: 9,6 m³ / 12.6 yd³

Drum: 
Length: 5,50 m / 18.0 ft
Diameter:  2,00 m /   6.6 ft
Angle:  0 - 6°

Drive unit:  
Diesel engine

Options: 
•	 Diesel engine stage 3a or 3b
•	 Radio remote tipping grid 
•	 Punch plate solid drum
•	 Radio remote control
•	 Hopper extensions

Also available in wheeled mobile version! 

Also available in wheeled mobile version! 


